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PART NUMBER: ONPOW6125F-11E/A/A/S
SCHEMATIC " OPERATION MODE "\' | LAMP COLOR “s" | LAMP VOLTAGE
NO LETTER| MOMENTARY R |RED 6V |AC/DC 6V
NO
= . z LATCHING G | GREEN 12V |AC/DC 12V
NG é Y | YELLOW 24V | ACIDC 24V
) B BLUE 110V | AC/DC 110V
R
e W | WHITE 220V | AC/DC 220V
OTHER VOLTAGE CAN BE
MADE TO ORDER
SPECIFICATIONS:
1.SWITCH RATING: AC220V/0.5A.
2.MECHANICAL LIFE: 21,000,000 cycles.
3.ELECTRICAL LIFE: 250,000 cycles.
4.CONTACT RESISTANCE: s50mQ.
5.INSULATION RESISTANCE: 2100MQ(500VDC). o sch ey SHE =
6.DIELECTRIC STRENGTH: 1,500V, RMS 50HZ, 1min. MATERIALS: BRAND & _ ﬁ}&}!{%ﬂﬂiumﬁ BE//_} a
7.0PERATING TEMPERATURE: -25°C~ +55°C(NO FREEZING). 1.CONTACGT: SILVER ALLOY. ONPOW ERE7E° ONPOW PUSH BUTTON MANUFACTURE CO.,LTD.
8.OPERATING FORCE: ABOUT 2.5N. 2.BUTTON: STAINLESS STEEL. TLE UNIT
9.0PERATING TRAVEL: ABOUT 3mm. 3.BODY: STAINLESS STEEL. g ONPOWB1 SERIES ANTI-VANDAL PUSH BUTTON @ = & Mm
10.TORQUE: ABOUT 0.6Nm MAX.APPLIED TO NUT. 4.BASE: PA.
11.IP CLASS: IP40(IP65 CAN MADE TO ORDER), IK07. S NO. ONPOWG125F-E EE&&E 1201 | A4
12. TERMINAL TYPE: PIN TERMINAL(2.8 X 0.5mm). L NAME ONPOWG1Z5.E o
13.GENERAL TOLERANCE:0-18mm=+0.25, 18-80mm=10.52. -E | DRAWN SHEET :
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